
Getting the Best PictureMOSWELL

External connectors

Key feature

・ Small size at 32(H)×32(W)mm 

・ 1/3-inch 470,000 pixels CMOS sensor

・ 960 horizontal pixels

・ Low distortion lens

・ High sensitive 

・ Mirror reversal (Factory default)

・ Low power consumption

・ DC+12V

・ NTSC compatible TV system

・ Cost-effective type
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Pin number Signal name

VIDEO GND

CN1 : Power/Video connector
BM04B-SRSS-TB (Manufactured by JST)

CN1

Lens type selectionLens mount selection

M   : M12

NM : No mount

MS – M47HT

JD30 (f=3.0mm, H=76°,V=61°)

JD39 (f=3.9mm, H=61°,V=49°)

JD36 (f=3.6mm, H=68°,V=55°)

JD45 (f=4.5mm, H=54°,V=43°)

Model 

JD60 (f=6.0mm, H=41°,V=32°)

ML-7AH ML-7AHR

MR-1004M
(7-inch monitor) (7-inch monitor with recorder function)

(4ch DVR)

MS-M47HT

Examples showing the use

AL30 (f=3.0mm, H=77°,V=62°)

TR29 (f=2.9mm, H=77°,V=62°)

JD178 (f=17.8mm,H=12°,V=9°)
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JD30 : H=19.8mm

JD39 : H=23.9mm

JD36 : H=21.4mm

JD45 : H=23.9mm

JD60 : H=25.6mm

Model 

Image size 1/3-inch color CMOS sensor

Signal method NTSC

Number of effective pixels

Number of video output pixels 960(H) × 480(V)

Unit cell size

Scanning method Iterlace format

Synchronization method

Ｖｉｄｅｏ output VBS：1.0p.p / 75Ω

Minimum illumination 0.4Lux(F1.4)

S/N 48dB

Camera shutter

S-mount (M12) , f=2.9mm,3.0mm,3.6mm,3.9mm,4.5mm,6.0mm,17.8mmLens mount

AUTO

Power supply DC+12V（±10％）

0.75WPower consumption

968(H) × 488(V)

Internal synchronization

5μm(H) × 7.4μm(V)

MS-M47HT

Item Specifications

AWB AUTO

Specifications

Weight Approx. 12g

Operating temperature －10℃～＋50℃

Operating humidity 20～80％

Camera body, Dedicated harnessComponents

External dimensions (Board) 32(H)×32(W)mm

AGC AUTO

AL30 : H=22.0mm

TR29 : H=16.5mm

JD178 : H=21.0mm

https://www.moswell.co.jp
E-mail：sales@moswell.co.jp

Store

ACCUM CO., LTD.
(Moswell's directly managed distributor)
7-15 GOSHOYAMA-CHO, NISHI-KU,
YOKOHAMA, KANAGAWA, 220-0043, JAPAN
TEL：+81-45-315-7464
FAX：+81-45-315-7468

MOSWELL MOSWELL CO., LTD.
7-15 GOSHOYAMA-CHO, NISHI-KU,
YOKOHAMA, KANAGAWA, 220-0043, JAPAN

TEL：+81-45-334-7462(Direct Sales)
FAX：+81-45-334-7463

The information is subject to change without notice for product improvement. As of November 2020


