MS-M213FHDU . s USB2.0/digital output color board camera Low distortion lens!

DAY HOLDER

Key feature

+ 32(H) X 32(W)mm single substrate configuration 1/2.7-inch 2.13 mega Full HD
Uses a 1/2.7-inch, 2.13 mega pixels, CMOS sensor pixels
1080p/30fps (Digital output), 1080p/15fps (USB 2.0)
Digital output and USB 2.0 are factory configured L.
+ The simple picture adjustment function adjusts brightness, 1080p/30p Day-night Digital
contrast sharpness, and color gain Quteut
» The white balance function can be selected between auto and user, and the user
function can adjust the R and B gains Low 0.5Lux
‘ The DAY/NIGHT function removes the IR cut filter when illumination is low, such distortion (F1.4) USB2.0
as at night, and allows the camera to capture images up to the infrared wavelength
range, simultaneously increasing the sensitivity of the camera Power
+ MI2 lens mount Mi12 32x32mm supply
+ USB image output is USB 2.0 USB video class 1.1 compliant, so no device driver lens mount 1 board +5V(USB),
is required +12V

USB bus power support allows operation via USB cable without using an external
power supply
+ Mode settings can be changed from the host control software

External connectors

Number Signal name Number Signal name Number Signal name Number Signal name Number Signal name
1 +12V IN Al +12V IN All GND Bl +12V IN Bl11 GND
2 NC A2 GND Al2 V SYNC OUT B2 GND B12 OSsD
3 NC A3 YCbCr7 OUT Al3 H SYNC OUT B3 - B13 RESET IN
4 GND A4 YCbCr6 OUT Al4 GND B4 - B14 SDA
5 NC A5 YCbCr5 OUT Alb PCLK OUT B5 - B15 ACL

A6 YCbCr4 OUT Al6 GND B6 - B16 GND
AT YCbCr3 OUT Al7 +4.3V OUT B7 - B17 DUMP+
A8 YCbCr2 OUT Al8 - B8 - B18 DUMP-
Signal
Number ena name A9 | vcoeriout | a9 Yoo B9 - B19 DRIVE+
1 IR-
Al0 YCbCr0 OUT A20 GND B10 - B20 GND
2 IR+
Specifications Model
e ]
Item MS-M213FHDU
Image size 1/2.7-inch color CMOS sensor Lens mount selection Lens type selection
Number of effective pixels 1936(H) X 1096(V) M: M12 Lens mount —7—£2.9mm : TR29 (H=87" , V=55" )
Number of video output pixels 1920(H) X 1080(V) [—f=3.0mm : JD30 (H=86° , V=54 )
Unit cell size 3.0umH) X 3.0z m(V) [—f=3.6mm : JD36 (H=80" , V=51° )
Signal output Digital YChCr 8bit USB2.0 [—£=3.9mm : JD39 (H=68" , V=44° )
Scanning system Progressive scan method [—f=4.5mm : JD45 (H=65" , V=40° )
Video format 1080p/30p 1080p/15p —{=6.0mm : JD60 (H=51" , V=29° )
Synchronizing system Internal synchronization L—=17.8mm : JD178 (H=18" ,V=11° )
S/N 43dB
MI :M12IR Lens mount ——f£=3.3mm : YT33 (H=110° , V=57° ) Note)
Minimum illumination 0.6Lux | 0.3Lux
[—=3.8mm : YT38 (H=94° , V=49° ) Note)
Day—night With day/Night holder attached
—F=6.0mm : YT60 (H=59° , V=32° ) Note)
Lens mount M12
L—£=6.0mm : JD60 (H=51° , V=29° )
Power consumption 1.2W
Note: This is a standard lens, not a low distortion lens.
Power supply DC+12V+5% DC+5V +5%
External dimensions 32(H) X 32 (W)mm
Weight Approx. 15g
Operating temperature —10°C~+50C
Operating humidity 20%~80%
Configuration Camera body, Dedicated harness
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MOSWELL Store
MOSWELL CO,, LTD. ACCUM CO., LTD.
7-15 GOSHOYAMA-CHO, NISHI-KU, (Moswell's directly managed distributor)
https://www.moswell.co.jp YOKOHAMA, KANAGAWA, 220-0043, JAPAN 7-15 GOSHOYAMA-CHO, NISHI-KU,
. : YOKOHAMA, KANAGAWA, 220-0043, JAPAN
E-mail : sales@moswell.co.jp | TEL:+81-45-334-7462(Direct Sales) TEL: +81-45-315-7464
FAX:+81-45-334-7463 ’
FAX:+81-45-315-7468
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The information is subject to change without notice for product improvement. As of April 2021




